TECHNICAL RIDER PK3

This document is an integral part of the contract between the Organizer and the Manager
of Poparzeni Kawa Trzy. Lack of knowledge of this technical rider does not release from

the obligation to comply with it. Any deviation from this document without prior
consultation with the band’s engineers is considered non-fulfillment of the contract
terms. All changes must be consulted directly with the band’s engineers.

Kanat Nazwa Mikrofon / Statyw SD/IN
1 Kick SHURE BETA52 / MALY SD16A IN1
2 Kick SHURE BETA91 SD16A IN2
3 Snare Top SHURE SM57 SD16A IN3
4 Snare Bottom SHURE SM57 SD16A IN4
5 Hi-Hat AKG C430 SD16A IN5
6 Tom 1 AKG C518 SD16A IN6
7 Tom 2 AKG C518 SD16A IN7
8 Floor Tom AKG C518 SD16A IN8
9 Overhead L (ride) AKG C430 SD16A IN9
10 Overhead R AKG C430 SD16A IN10
11 Bass * XLR SD16A IN11
12 Guitar Line6 Helix * XLR SD16B IN1
13 Guitar Line6 Helix * XLR SD16B IN2
14 Guitar Vocal AT6100 / WYSOKI SD16B IN3
15 Main Vocal AT6100 / WYSOKI SD16B IN4
16 Back Vocal AT6100 / WYSOKI SD16B IN5
17 Alto Saxophone AKG C519/ WIRELESS WING C IN17
18 Tenor Saxophone AKG C519/ WIRELESS WING C IN18
19 Trumpet AKG C519/ WIRELESS WING C IN19
20 Vocal Jacek AT6100 / WYSOKI SD16B IN6
21 - - -
22 - - -
23 Ambient L BEHR. C2 / MALY SD16B IN 7
24 Ambient R BEHR. C2 / MALY SD16B IN 8

* POWER SUPPLY 230V
Contact: Jarek Denis 601 246 080 / jarekdenis@wp.pl

Andrzej Karp 602 311 637 / a.karp@op.pl
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TECHNICAL SPECIFICATIONS

Engineers work on consoles: FOH - WING, MON - WING COMPACT +
DN4816-0, 2 pcs Behringer SD16, 8 pcs IEM Sennheiser G4. Microphone
set as per input list. For indoor concerts please prepare a plexi drum shield
(min. 5 panels). It is possible to rent the above-mentioned equipment.
Please prepare a dry and safe place for FOH and MON positions. At
outdoor events both must be supervised during setup, rehearsals and
show.

Stage requirements:

- 2x Catbe cables (1 MON-FOH, up to 60m; 1 MON-Drum Riser)

- 4 tall and 3 small stands

- 3 power points (230V, 2 sockets each) on stage, and 1 power point (230V,
3 sockets) at FOH

- XLR cabling (to be provided by PA company)

- Platform 3x2m

- 2 persons to help with load-in/load-out

Power must comply with safety standards and be stable.We accept only
professional PA systems ensuring even sound coverage.
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LIGHTING

FRONT:

6 x Robe Robin 800 Led Wash Mode 3(or other LED wash with ZOOM option).
4 x Blinder

REAR TRUSS TOP :

6 x Martin MAC Quantum Profile 27 channel (or similar CMY fixture)
5 x Robe Robin 800 1 mode (or other LED wash with ZOOM option )
6 x Showtec Sunstrip 10 channel

2 x Atomic 3000 4 channel

TOWERS (2M TRUSS) :
6x Showtec Sunstrip 10 channel 6 x Robe Robin Pointe 24 channel
4 x Robe Robin 800 1 mode (or other LED wash with ZOOM option)

STAGE : 4 x Hazers plus FUN

If an LED screen is on stage, please run HDMI cable to lighting console.
LIGHTING CONSOLE : Grand MA 3

Please contact us at least 7 days prior to show.

CONTACT: KAMIL BORZESKI 507944664 mail: kamil@multiwersum85.eu
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Projekt

POPARZENI KAWA TRZY bez diody

Lokalizacja projektu
POLSKA

Autor rysunku

KAMIL BORZESKI




